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BO25 Mini-Videoscope
Quick and easy endoscopic photo and video documentation

Technical data BO25 mini-videoscope

Article number 3.510.091.125

Probe ø 17 mm / length 1000 mm

Focussing range 50 - 150 mm

Type of Illumination quad-LED

Display (resolution) 3.2-inch LCD (320 x 240 pixels)

Image repetition frequency 30 fps (frames per second)

Functions

Video recording  and photo images, 
photo memory with time and date, bright-
ness control, multi-language on-screen
menu, 180° image inverter, auto shut off

Resolution photo / video 320 x 240 pixels / 320 x 240 pixels

File format photo / video JPEG / MPEG4, AVI, 3GP

Video norm NTSC / PAL

Interface USB (type mini 5-pin), 
Video-Out (composite video)

Memory internal: 128 MB Flash; 
external: slot for SD memory card

Power 3.7 V Li-Io battery; rechargeable

Weight 580 g

Scope of delivery

Handheld measuring device incl. recharge-
able battery,  side-view mirror, hook and
magnet attachment, USB cable, battery
charger, carry case, operating instructions

The BO25 enables you to carry out
visual inspections in places which are
otherwise virtually inaccessible or ex-
tremely difficult to reach and allows
you to document and save the inspection
results not only as a photo but also as
a video which you can watch at will on
an external monitor or transfer to your
PC for further processing.

The 180° image inverter function, the
side-view mirror attachment and a pow-
erful 4-stage LED illumination with infi-
nitely variable brightness control guar-
antee clear and conclusive images and
videos in any kind of environment.

Yet although the B025 is exceptionally
versatile it is still extremely easy to
use:  

And thanks to a multi-language on-
screen menu combined with a selection
of intelligent preset parameters and val-
ues like lighting and focusing which
are already integrated into the CMOS
sensor the BO25 is also intuitive to
use.

BENEFITS IN PRACTICE:

Light, compact, easy-to-use with
semi-flexible swan neck probe

Memory function for individual 
images and video sequences

Robust videoscope probe with fix -
focus lens and waterproof camera
head (IP67 rated)

3.2-inch LCD colour display

Powerful quad-LED 
with intensity control

Intuitive menu navigation thanks 
to multi-language on-screen menu

180° image inverter function

Auto shut off

Includes side-view mirror, 
hook and magnet attachment 

Excellent value for money

Selection of changeable probes
available as accessories




